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Abstract

Due to relatively simple implementation, Uniform Linear Array (ULA) is a popular geometry for array signal
processing. Despite this advantage, it does not have a uniform performance in all directions and Angle of Arrival
(AOA) estimation performance degrades considerably in the angles close to endfire. In this article, a new
configuration is proposed which can solve this problem. Proposed Array (PA) configuration adds two elements to
the ULA in top and bottom of the array axis. By extending signal model of the ULA to the new proposed ULA-
based array, AOA estimation performance has been compared in terms of angular accuracy and resolution
threshold through two well-known AOA estimation algorithms, MUSIC and MVDR. In both algorithms, Root Mean
Square Error (RMSE) of the detected angles descends as the input Signal to Noise Ratio (SNR) increases. Simulation
results show that the proposed array geometry introduces uniform accurate performance and higher resolution in
middle angles as well as border ones. The PA also presents less RMSE than the ULA in endfire directions. Therefore,
the proposed array offers better performance for the border angles with almost the same array size and simplicity
in both MUSIC and MVDR algorithms with respect to the conventional ULA. In addition, AOA estimation
performance of the PA geometry is compared with two well-known 2D-array geometries: L-shape and V-shape,
and acceptable results are obtained with equivalent or lower complexity.
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Introduction
Signal processing using an array of sensors provide more
capability than a single sensor through analysis of wave-
fields [1]. An array of sensors is exploited to collect sig-
nals impinging on the array sensors which may be anten-
nas, microphones, hydrophones and etc. These signals,
which have little difference in amplitude and phase, are
processed and signal parameters such as Direction of
Arrival (DOA), Time of Arrival (TOA), Time Difference
of Arrival (TDOA), polarization, frequency, and number
of signal sources or a joint of these cases [2,3] can be esti-
mated. Therefore, array signal processing can be utilized
in various fields such as radar, sonar, navigation, geophy-
sics, acoustics, astronomy, medical diagnosis and wireless
communications.
DOA or Angle of Arrival (AOA) is an important signal

parameter which may be used for source localization or

source tracking by determining the desired signal location
or may be exploited to reduce the unwanted effects of
noise and interference. AOA estimation plays a key role in
enhancing the performance of adaptive antenna arrays for
mobile wireless communications. It can improve the sys-
tem performance by helping the channel modeling and
suppression of undesirable signals like multipath fading
and Co-Channel Interference (CCI). In adaptive array
antennas or smart antenna systems, AOA estimation algo-
rithms provide information about the system environment
for an efficient beamforming or for providing location-
based services such as emergency services [4-9]. Therefore,
great lines of research have been accomplished about
AOA estimation during last recent decades. Various AOA
estimation methods have been proposed in the literature.
These methods differ in technique, speed, computational
complexity, accuracy and their dependency on the array
structure and signal as well as channel characteristics. Dif-
ferent methods have been suggested to enhance the per-
formance of available algorithms including increasing the
accuracy and resolution of AOA estimation algorithms.
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Most of efforts tried to use statistical approaches to
achieve more accuracy. This manner may lead to extra
complexity and additional computations.
Beside the algorithms, location of the elements in an

array strongly affects the AOA estimation performance.
A considerable amount of work has been done on
design of arrays to achieve or optimize the array perfor-
mance that include terms such as cost, space, variance
of error or resolution limits [10]. The investigation of
antenna arrays is often based on Uniform Linear Array
(ULA) geometry because of simple analysis and imple-
mentation. However, this topology has some drawbacks.
For example, the ULA is 1-D and so it is capable for
AOA estimation in one-dimensional applications, how-
ever, today’s applications interest in multi-dimensional
(M-D) AOA estimation. Thus, planar arrays and 3-D
arrays are needed to be exploited. Another drawback of
the ULA is that it does not have uniform performance;
the AOA estimation performance degrades considerably
close to endfire directions. This major drawback can be
resolved by employing other array geometries.
Some array configurations have been suggested to

improve the performance of AOA estimation and beam-
forming process in the literature. Uniform Circular Array
(UCA) is a most nonlinear investigated configuration
[11,12]. A combination of linear arrays can be used for
M-D AOA estimation or improving the performance of
the ULA. Some topologies such as, one L-shape and two
L-shape arrays for AOA estimation in planar and volume
mode have been examined [13-15]. Y-shaped distribution
of elements is also used to achieve uniform AOA detec-
tion performance [16]. The array with a V-shape struc-
ture, which is suitable for 120 degrees sectored cellular
systems, is proposed for 2-D [17] and 3-D DOA estima-
tion [18]. In addition, ref. [19] shows DOA estimation
improvement in uniform and non-uniform arrangements.
In ref. [20], different types of array structures for smart

antennas (ULA, UCA and Uniform Rectangular Array
(URA)), AOA estimation and beamforming performance
have been examined. Another research has concentrated
on arrays that have uniform performance over the whole
field of view and isotropic AOA estimation [10]. Some
other known geometries such as, different circular
arrangements and hexagonal configuration have been
also examined for smart antenna applications [21], but
many of these geometries may lead to further complexity
of array structure and calculations, and array aperture
may become larger. Thus, it is desirable to develop sim-
ple array configurations which perform uniform in all
directions. In this regard, Displaced Sensor Array (DSA)
is such a configuration which has presented equally
improved performance for all azimuth angles [22].
In this article, it is attempted to present another sim-

ple ULA-based arrangement which improves the AOA

estimation performance in comparison with the simple
ULA configuration. Proposed Array (PA) adds two ele-
ments to the ULA in top and bottom of the array axis.
This article focuses on smart antenna applications, but
the utilization can be extended to other fields of sensor
array processing. The accuracy and resolution threshold
of two well-known AOA estimation algorithms, MUlti-
ple SIgnal Classification (MUSIC) and Minimum Var-
iance Distortionless Response (MVDR), are compared to
evaluate the performance of the simple ULA, PA,
L-shape and V-shape arrays. Simulation results show
higher resolution of both algorithms in new proposed
array with respect to the conventional ULA. The PA
also performs better than the L-shape array in boresight
directions. It also presents near results to the V-shape
array with lower complexity and computational cost.
This arrangement only adds two elements to the linear
array in the vertical direction. Therefore, complexity and
size of the proposed array does not increase too much.
The rest of article is organized as follows. ‘Smart

antennas’ section describes smart antenna systems,
briefly. Signal model for the ULA and the proposed
array are stated in ‘Signal model for the ULA and PA
configurations’ section. Consequently, ‘AOA estimation
methods’ section provides a brief overview of AOA esti-
mation methods and describes the MUSIC and MVDR
algorithms. In ‘Simulation results’ section, simulation
results using the MATLAB are presented. These results
include the effect of number of data snapshots, effect of
different SNRs considering boresight and endfire direc-
tions and comparison of the array configurations (ULA,
PA, L-shape and V-shape arrays) in AOA estimation
performance, estimation accuracy as well as resolution,
and also their computational complexity. Finally, conclu-
sion remarks are given in ‘Conclusions’ section.

Smart antennas
The fast growth of wireless communication networks
has made an increasing demand for spectrum and radio
resources. Smart antennas or adaptive array antennas
are effective techniques for improvement of wireless sys-
tems performance. A smart antenna system merges an
antenna array and a signal processing unit to combine
the received signals in an adaptive manner and reach to
the optimum performance for the system.
Beamforming algorithms are used to adjust the com-

plex weights and to generate main lobes and nulls in the
direction of desired and undesired signals, respectively.
Furthermore, many users can be served in parallel by
exploiting multi-beam radiation pattern and so, increased
spectral efficiency can be obtained [4-7]. The received
signals to the array are weighted and then combined
together to form the radiation pattern of the array
antenna. In addition, array weights are adjusted using

Shirvani-Moghaddam and Akbari EURASIP Journal on Advances in Signal Processing 2011, 2011:39
http://asp.eurasipjournals.com/content/2011/1/39

Page 2 of 11



adaptive beamforming algorithms in order to optimize
the performance of antenna system respect to the signal
environment.
Signals are propagated from different sources and

multipath fading provides different paths for them. For
adaptive beamforming, the system needs to separate the
desired signals from interferences. Therefore, either a
reference signal or direction of signal sources will be
required [7]. Various methods of beamforming and
AOA estimation are available which differ in accuracy,
computational complexity and convergence speed.
Antenna array consists of a set of antenna sensors,

which are combined together in a particular geometry
which may be linear, circular, planar, and conformal
arrays commonly [5]. ULA is the most common geome-
try for smart antennas because of its simplicity, excellent
directivity and production of the narrowest main lobe in
a given direction in comparison to the other array geo-
metries [22]. In a ULA, as it is seen in Figure 1, the ele-
ments are aligned along a straight line and with a
uniform inter-element spacing usually d = l/2, where l
denotes the wavelength of the received signal. If d < l/2,
mutual coupling effects cannot be ignored and the AOA
estimation algorithm cannot generate desired peaks in
the angular spectrum. On the other hand, if d > l/2, then
the spatial aliasing leads to misplaced or unwanted peaks
in the spectrum. As so, d = l/2 is the optimum inter-ele-
ment spacing in the ULA configuration.
However, as mentioned before, the ULA does not

work equally well for all azimuth directions and the
AOA estimation accuracy and resolution are low at
array endfires. In this section, a simple ULA-based is
proposed to improve AOA estimation accuracy at end-
fire angles. This configuration is illustrated in Figure 2.

Signal model for the ULA and PA configurations
Received signals can be expressed as linear combination
of incident signals and zero mean Gaussian noise. The
incident signals are assumed to be direct line of sight
and uncorrelated with the noise. The input signal vector
denoted by x(t) can be written as:

x(t) =
M∑
m=1

a(θm)sm(t) + n(t) = A · S + n (1)

where M shows the number of incident signals on the
array. sm(t) is the waveform for the m-th signal source
at direction θm from the array boresight and S denotes
the M × 1 vector of the received signals. a(θm) is the N
× 1 steering vector or response vector of the array for
direction of θm, where N is the element number.
Furthermore, A is a N × M matrix of steering vectors,
which is named manifold matrix.

A =
[
a(θ1) a(θ2) . . . a(θM)

]
(2)

The spatial correlation matrix of the received signals,
Rxx, is defined by:

Rxx = E[x(t) · xH(t)] (3)

where E[.] is the expectation operator and H is the
conjugate transposition operator. Substituting (1) into
(3), Rxx can be written as:

Rxx = E[A · s(t) · sH(t) · AH] + E[n(t) · nH(t)] (4)

And finally the spatial correlation matrix can be
expressed as:

Rxx = ARssA
H + σn

2I (5)

Rss shows the M × M signal correlation matrix. sn
2

and I are variance of noise and identity matrix, respec-
tively. Since the antennas cannot receive DC signals, the
mean values of arriving signals and noise are zero and
so, the correlation matrix obtained in (5) is referred as
covariance matrix [22]. This matrix is used for many
beamforming and AOA estimation algorithms such as
MUSIC and MVDR.
The array configuration, affects steering vectors and

dimension of signal vector. In order to investigate the
proposed array performance in AOA estimation of nar-
rowband signals, a ULA with N elements and PA with
N + 2 elements, as depicted in Figures 1 and 2, are
compared. Both of the arrays are assumed symmetric
around the origin. Therefore, N is assumed to be an
odd number. The manifold matrix of the ULA and PA
have dimensions of N × M and (N + 2)×M, respectively.
If aULA(θm) represents the steering vector for each of

the input signals on the linear array, then for theFigure 1 Uniform linear array (ULA) geometry.

Figure 2 Proposed array (PA) geometry.
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symmetrical linear array, aULA(θm) can be written as a N
× 1 vector expressed as:

aULA(θm) =

⎡
⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎣

e−j

(
N − 1

2

)
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ej
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ej
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k.d sin θm

⎤
⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎦

(6)

where d is the inter-element space and k = 2π/l.
Steering vector for the proposed array is represented

with aPA(θm) that is a (N + 2) × 1 vector and it can be
written as:

aPA(θm) =

⎡
⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎢⎣
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⎤
⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎥⎦

(7)

The first N rows of aPA(θm) are related to the linear
part of the array and two remained rows show the effect
of the top and bottom elements in the proposed array.

AOA estimation methods
AOA estimation algorithms are classified into four cate-
gories; Conventional, Subspace-based, Maximum Likeli-
hood-based and Subspace fitting techniques. The two
first methods are spectral-based methods that rely on
calculating the spatial spectrum of the received signals
and finding the AOAs as the location of peaks in the
spectrum. The third and fourth approaches are called
parametric array processing methods that directly esti-
mate AOAs without first calculating the spectrum. The
parametric algorithms have higher performance in terms
of accuracy and resolution. The cost for this perfor-
mance improvement is higher complexity and more
computations.
In each class of the above-mentioned four categories

of AOA estimation approaches, various algorithms have
been presented which differ in modeling approach, com-
putational complexity, resolution threshold and accuracy
[7,8]. The conventional techniques are based on beam-
forming where the array weights are adjusted and the

spectrum presents maximum amounts at angles that the
output power is maximized. Therefore, by searching the
spectrum for location of peaks, signal sources are
detected. The MVDR is a well-known conventional
algorithm. These methods are easy to apply and need
fewer calculations than the other methods, but they can-
not provide a high resolution and accuracy. On the
other hand, subspace-based techniques produce the spa-
tial spectrum by using Eigen-decomposition of the cov-
ariance matrix of input signals, from which AOA is
estimated. The MUSIC is a very common subspace-
based algorithm [8].
In this article, two spectral-based algorithms, MVDR

and MUSIC, are investigated. Related on the array
structure and algorithm capability, AOA can be esti-
mated in one or more dimensions. In order to compare
the array accuracy in different directions for AOA esti-
mation applications, AOA will be investigated in the
plane � = 0°.

MUSIC algorithm
The Eigen-vectors of the covariance matrix belong to
either of two orthogonal signal or noise subspaces. If M
signals arrive on the array, the M Eigen-vectors asso-
ciated with M larger Eigen-values of the covariance
matrix span the signal subspace and the N - M Eigen-
vectors corresponding to the N - M smaller Eigen-values
of the covariance matrix span the noise subspace. The
M steering vectors that form the manifold matrix A are
orthogonal to the noise subspace and so the steering
vectors lie in the signal subspace.
The MUSIC algorithm estimates the noise subspace

using Eigen-decomposition of the sample covariance
matrix and then the estimate of AOAs are taken as
those θ that give the smallest value of AH(θ)·Vn, where
Vn denotes the matrix of Eigen-vectors corresponding to
the noise subspace. These values of θ result in a steering
vector farthest away from the noise subspace and as
orthogonal to the noise subspace as possible [4,7-9].
This is done by finding the M peaks in the MUSIC
spectrum defined by:

PMUSIC(θ) =
1

AHVnVn
HA

(8)

MVDR algorithm
In the MVDR approach, it is attempted to minimize the
power contributed by noise and undesired interferences,
while maintaining a fixed gain in the look direction,
usually equal to unity. This is written as:

min E[|y(θ)|2] = minwH Rxxw, wHA(θ0) = 1 (9)
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Using Lagrange multiplier technique, the weight vec-
tor that solves this equation is given by:

w =
Rxx

−1A

AHRxx
−1A

(10)

The MVDR angular spectrum is defined by:

PMVDR(θ) =
1

AHRxx
−1A

(11)

The peaks in the MVDR spectrum occur whenever the
steering vector is orthogonal to the noise subspace, so
the AOAs are estimated by detecting the peaks in the
spectrum [7,23].

Simulation results
Comparison of the PA and conventional ULA
To compare the accuracy of the MUSIC and MVDR
algorithms in both ULA and PA geometries, a ULA
with N = 15 elements is assumed and therefore, the pro-
posed array consists of N = 17 elements. Inter-element
spacing is maintained d = l/2. The signal to noise ratio
is SNR = 10 dB and the interior signals are assumed
uncorrelated. Also, the number of data snapshots is K =
100.
Both of arrays are simulated and compared in identi-

cal situations. Table 1 shows the effects of different
number of data snapshots on AOA estimation accuracy.
The MUSIC works appropriately with few snapshots.
The MVDR needs more snapshots to work accurately,
but this amount is not very high. It can be concluded
that a proper accuracy can be achieved using lower
number of data snapshots. Simulation results show that
K ≥ 100 leads to accurate and reliable results in AOA
estimation through both the MUSIC and MVDR meth-
ods. Figures 3 and 4 depict RMSE diagrams in degree
for AOA estimation of signal sources located at 10° and
85° with respect to SNR changes. As the SNR increases,
RMSE of the estimated AOA decreases in both arrays.
The PA has lower RMSE and therefore better accuracy
than the ULA at endfire directions.

Figures 5 and 6 show the spatial spectrum in both
ULA and PA at endfire angles (-85°, 85°) for the MUSIC
and MVDR algorithms, respectively. Simulation results
depict sharp peaks at the location of signal sources
while the ULA spectrum shows ambiguity at the endfire
directions that means AOAs have been missed. As a
result, the drawback of the ULA at endfire directions is
eliminated by using the new array geometry.
Figure 7 shows the MUSIC spectrum of both arrays to

detect two close sources which are assumed around the
array boresight at (-2°, 2°). The PA is capable to distin-
guish two close sources as well as the ULA and both
arrays can generate separate peaks in the spatial spec-
trum for each of the assumed sources. Therefore, an
identical accuracy and resolution can be achieved for
the PA at boresight angles, where the ULA performs
well.
The resolution threshold of the array is obtained with

decreasing the angular difference between two close
angles and investigating the array ability to form the
correct peaks in the spectrum. In order to compare the
arrays capability during AOA estimation algorithms,
Monte Carlo approach is used to achieve more accurate

Table 1 Effect of the number of data snapshots on the accuracy of AOA estimation algorithms.

K (data snapshots) AOA (°) Estimated AOA by MUSIC Estimated AOA by MVDR

θ (°) Fluctuation in the spectrum θ (°) Fluctuation in the spectrum

10 10 10.2 Low - High

20 10 10 Low 10 Moderate

50 10 10 Negligible 10.1 Moderate

100 10 10 Negligible 10 Negligible

200 10 10 Negligible 10 Negligible

500 10 10 Negligible 10 Negligible

1000 10 10 Negligible 10 Negligible
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Figure 3 RMSE of the ULA and PA with respect to SNR
variations at boresights (AOA = 10°), K = 100.
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results. Each algorithm has been simulated 1000 times
and final results have been calculated via averaging.
In Table 2, MUSIC resolution is investigated for two

adjacent sources, assumed at middle of the spectrum.
The sources are made so close together that the algo-
rithm cannot distinguish them. This angle can be evalu-
ated as the resolution threshold of the algorithm.
Numerical results confirm similar accuracy and resolu-
tion of both arrays in detection of close sources at the
middle of the spectrum.
A similar comparison is done for the MVDR. Figure 8

shows the capability of both array configurations in dis-
tinguishing close sources at middle of the spectrum. In
Table 3, the resolution threshold of both arrays is com-
pared via the MVDR algorithm. The peaks generated in
the MVDR spectrum, aren’t as sharp as the MUSIC
spectrum, so the MVDR resolution is lower than the
MUSIC.

Performance of the ULA and PA at endfire AOAs is
seen in Figure 9 and Table 4, for resolving two closely
sources. The PA presents higher accuracy and resolution
than the ULA at endfires. It seems that both arrays have
similar ability for resolving middle angles but as
expected, the ULA has less accuracy than the proposed
array for the angles located in both sides of the spectrum.
Figure 10 and Table 5 show similar results obtained

via the MVDR algorithm at the endfire source locations.
Spectral and numerical results confirm the higher accu-
racy and resolution of the proposed array configuration
than the ULA, for AOAs located at border sides of the
spectrum. Since lower resolution of the MVDR, the PA
strength is better seen here.
In general, the complexity of the MUSIC and MVDR

algorithms are of the order N3, for Eigen-decomposition
and inversion of input correlation matrix, respectively
[24-26]. Therefore, adding two elements to the array
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Figure 4 RMSE of the ULA and PA with respect to SNR
variations at endfires (AOA = 85°), K = 100.

-90 -75 -60 -45 -30 -15 0 15 30 45 60 75 90
-35

-30

-25

-20

-15

-10

-5

0

Angle (degree)

R
el

at
iv

e 
P

ow
er

 (d
B

)

ULA
PA

Figure 5 MUSIC spectrum for the ULA and PA geometries at
endfire AOAs (-85°, 85°), SNR = 10 dB, K = 100.
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Figure 6 MVDR spectrum for the ULA and PA geometries at
endfire AOAs (-85°, 85°), SNR = 10 dB, K = 100.
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Figure 7 MUSIC spectrum for the ULA and PA geometries at
boresight AOAs (-2°, 2°), SNR = 10 dB, K = 100.
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causes that the computational load rise to order (N + 2)3.
The size of the ULA aperture affects the resolution thresh-
old, especially at boresight directions. Hence if two ele-
ments at both ends of PA be lessened, computational cost
remains the same, while the PA still performs well at end-
fire directions. Simulation results show that in this situa-
tion the resolution threshold may be a little decreased.
Therefore, the increase in computational cost prevents the
changes of resolution threshold in boresight directions.

Comparison of the PA and two other array geometries
Simulation results demonstrated better performance of the
PA in detection and separation of signal sources located at
array endfires with respect to the ULA. Similar compari-
son between the PA and other geometries can be investi-
gated. In this work, two considerable arrangements, the L-

shape and V-shape arrays, are applied for 1-D AOA esti-
mation and their performance is compared with the PA.
In the literature, planar L-shape array has shown good
accuracy [13] and the V-shape structure with specified
design has demonstrated isotropic and uniform perfor-
mance in all directions [27].
For simulation, three planar arrays, PA, L-shape and

V-shape arrangements, with equal element numbers are
assumed. The L-shape and V-shape structures are illu-
strated in Figures 11 and 12. Steering vector for these
arrays can be written as (12), (13), respectively.

aL−shape(θm) =

⎡
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(13)

Table 2 Accuracy of MUSIC algorithm in the case of narrowband sources at the middle of the spectrum, SNR = 10 dB,
K = 100.

Angles (°) Success (%) Average of estimated angles (°) Variance of estimated angles (°)

PA ULA PA ULA PA ULA

θ1 = 30 100 100 30.0900 30.0873 0.0111 0.0133

θ2 = 33 32.9145 32.9160 0.0137 0.0131

θ1 = 30 100 100 30.1150 30.1085 0.0146 0.0156

θ2 = 32.8 32.6860 32.6856 0.0141 0.0176

θ1 = 30 99.5 98.9 30.1434 30.1471 0.0185 0.0213

θ2 = 32.6 32.4470 32.4510 0.0192 0.0226

θ1 = 30 80.9 80.5 30.1860 30.1772 0.0207 0.0263

θ2 = 32.4 32.1981 32.2026 0.0257 0.0312

θ1 = 30 24.4 24.8 30.1746 30.1592 0.0541 0.0565

θ2 = 32.2 32.0171 32.0348 0.0333 0.0368

θ1 = 30 1.7 1.9 30.5279 30.5583 0.1082 0.1284

θ2 = 32 31.6187 31.6420 0.0846 0.0765

θ1 = 30 0.1 0 30.6056 30.6207 0.0889 0.0891

θ2 = 31.8 31.2158 31.2160 0.1035 0.1162
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Figure 8 MVDR spectrum for the ULA and PA geometries at
boresight AOAs (-2°, 2°), SNR = 10 dB, K = 100.
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Steering vectors for the PA, L-shape and V-shape
arrays are N × 1 vectors. N that represents the number
of elements is assumed 15 in this section. Angle of
ULAs in the L-shape and V-shape arrays are assumed
90° and 120°, respectively. Figures 13 and 14 show the
MUSIC and MVDR spectrums for detection and separa-
tion of signal sources placed at closed angles to the
array endfires, respectively. The L-shape array presents
sharper peaks at the source locations and higher ability
in resolving close sources placed near to the endfires in
comparison with other structures. The V-shape array
and the PA also have detected and resolved the signal
sources at endfires accurately.
In Figures 15 and 16, the MUSIC as well as the

MVDR spectrums are shown for AOA estimation in the
middle of the spectrum. Simulation results show that
despite the high resolution of the L-shape array at

border angles, this array does not present a well resolu-
tion in the middle of the spectrum. Therefore, the L-
shape array does not have a uniform performance at all
directions. Simulation results also show that the V-
shape array and PA with equal element number, present
almost similar results in the middle of the spectrum.
Computational complexity of AOA estimation algo-

rithms includes two parts: steering vector calculations
and matrix inversion in the MVDR or Eigen-decomposi-
tion in the MUSIC calculations. With equal element
numbers, computational cost for AOA estimation algo-
rithms is equivalent in the PA and L-shape arrays. How-
ever, steering vector for the V-shape array is obtained
with more complexity and computational cost than the
PA and L-shape arrays (compare Equations 7, 12 and
13). The PA also occupies less space than the V-shape
array for utilization in base stations. In addition, the

Table 3 Accuracy of MVDR algorithm in the case of narrowband sources at the middle of the spectrum, SNR = 10 dB,
K = 100.

Angles
(°)

Success
(%)

Average of estimated angles (°) Variance of estimated angles (°)

PA ULA PA ULA PA ULA

θ1 = 30 100 100 30.3378 30.3813 0.0150 0.0179

θ2 = 33.6 33.2452 33.2077 0.0159 0.0183

θ1 = 30 99.8 97.7 30.4297 30.5000 0.0237 0.0296

θ2 = 33.4 32.9558 32.8870 0.0240 0.0290

θ1 = 30 92.7 83.9 30.5642 30.6317 0.0416 0.0543

θ2 = 33.2 32.6238 32.5564 0.0338 0.0487

θ1 = 30 55 35 30.7901 30.9372 0.1381 0.1601

θ2 = 33 32.2243 32.0572 0.0918 0.1494

θ1 = 30 10.7 3 31.1459 31.2665 0.1678 0.1226

θ2 = 32.8 31.6801 31.5318 0.1645 0.1225

θ1 = 30 0.1 0 31.2599 - 0.0619 -

θ2 = 32.6 31.3259 - 0.0611 -
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Figure 9 MUSIC spectrum for the ULA and PA geometries at
endfire AOAs (76°, 86°), SNR = 10 dB, K = 100.

Table 4 Accuracy of MUSIC algorithm in the case of
narrowband sources at the border of the spectrum, SNR
= 10 dB, K = 100

Angles (°) Success
(%)

Average of estimated
angles (°)

Variance of
estimated angles (°)

PA ULA PA ULA PA ULA

θ1 = 65 100 100 65.0114 65.0147 0.0110 0.0112

θ2 = 85 84.9744 84.9451 0.1112 0.2465

θ1 = 70 100 98.7 70.0072 70.0391 0.0382 0.0478

θ2 = 87 86.9949 86.9506 0.1976 0.5465

θ1 = 75 93.4 24.4 75.7108 75.9304 0.2364 0.2863

θ2 = 85 84.3999 83.9856 0.4254 0.6843

θ1 = 77 32.9 0.2 78.2324 78.4353 0.2608 0.2510

θ2 = 87 86.1968 83.6095 0.5371 0.2732

θ1 = 78 0.4 0 80.6241 - 0.1386 -

θ2 = 85 83.6816 - 0.4449 -
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Figure 10 MVDR spectrum for the ULA and PA geometries at
endfire AOAs (72°, 86°), SNR = 10 dB, K = 100.

Table 5 Accuracy of MVDR algorithm in the case of
narrowband sources at the border of the spectrum,
SNR = 10 dB, K = 100

Angles (°) Success
(%)

Average of estimated
angles (°)

Variance of
estimated angles (°)

PA ULA PA ULA PA ULA

θ1 = 50 100 99.9 49.9988 49.9992 0.0022 0.0021

θ2 = 87 87.0151 87.0319 0.0767 0.2806

θ1 = 55 100 99.7 54.9965 54.9999 0.0033 0.0026

θ2 = 87 87.0311 87.0608 0.0826 0.2612

θ1 = 60 100 98.4 60.0015 59.9963 0.0050 0.0049

θ2 = 87 86.9832 87.820 0.1049 0.3894

θ1 = 65 100 97.1 65.0621 65.686 0.0128 0.0133

θ2 = 87 86.8584 86.5803 0.1482 0.5512

θ1 = 70 99.5 18.7 70.5040 70.6565 0.0568 0.0801

θ2 = 87 86.4340 85.5583 0.2573 0.3105

θ1 = 75 8 0 76.8038 - 0.0494 -

θ2 = 87 85.6822 - 0.2908 -

Figure 11 L-shape uniform array.

Figure 12 V-shape uniform array.
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Figure 13 Comparison of MUSIC spectrum in the PA, L-shape
and V-shape geometries at endfire AOAs (72°, 88°), SNR = 10
dB, K = 100.
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Figure 14 Comparison of MVDR spectrum in the PA, L-shape
and V-shape geometries at endfire AOAs (72°, 88°), SNR = 10
dB, K = 100.
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angle between the V-shape sub-arrays affects the perfor-
mance of this array. Therefore, the PA is an appropriate
and simple geometry for AOA estimation and can mod-
ify the performance of the conventional ULA in AOA
estimation. This structure may provide the ability of 3-D
AOA estimation that can be followed in future works.

Conclusions
The conventional ULA is the most common array geo-
metry for smart antenna systems and array signal pro-
cessing. Beside great advantages, the ULA does not
perform uniform for all angles in the spatial spectrum
and cannot detect or resolve close sources located at
endfires, accurately. In this article, new ULA-based array

geometry is proposed and presented which can remove
this drawback by keeping the simplicity in implementa-
tion and analysis. Spectral and numerical evaluation is
done on the resolution of both ULA and PA geometries
via two well-known AOA estimation algorithms, MUSIC
as well as MVDR. Simulation results show that the pro-
posed array resolves narrowband signal sources located
at close angles to the array endfire accurately, while hav-
ing a good resolution in other directions. In addition, to
improve the performance of the conventional ULA, the
PA presents better accuracy and resolution than the
L-shape array in boresight directions. The PA also pre-
sents near accuracy to the V-shape array with equal ele-
ment numbers while having less complexity,
computational cost and array aperture size.

List of abbreviations
AOA: Angle of Arrival; CCI: Co-Channel Interference; DOA: Direction of Arrival;
DSA: Displaced Sensor Array; MUSIC: MUltiple SIgnal Classification; MVDR:
Minimum Variance Distortionless Response; PA: Proposed Array; RMSE: Root
Mean Square Error; SNR: Signal to Noise Ratio; TDOA: Time Difference of
Arrival; TOA: Time of Arrival; UCA: Uniform Circular Array; ULA: Uniform
Linear Array; URA: Uniform Rectangular Array.
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